Water Science and Technology

Volume 71, Number 9

Contents

1271 Simultaneous production and separation of biohydrogen in mixed culture systems by continuous dark fermentation
Juan E. Ramírez-Morales, Estela Tapia-Venegas, Javiera Toledo-Alarcón and Gonzalo Ruiz-Filippi

1286 Economic assessment of sludge handling and environmental impact of sludge treatment in a reed bed system
Steen Nielsen

1293 Application of novel consortium TSR for treatment of industrial dye manufacturing effluent with concurrent removal of ADMI, COD, heavy metals and toxicity
Tallika L. Patel, Bhargav C. Patel, Avinash A. Kadam, Devayani R. Tipre and Shailesh R. Dave

1301 The influence of geometrical characteristics on the photocatalytic activity of TiO₂ nanotube arrays for degradation of refractory organic pollutants in wastewater

1310 Magnesium hydroxide coagulation performance and floc properties in treating high pH reactive orange wastewater
Meile Liu, Jingfang Lu, Lei Wei, Kang Wang and Jianhai Zhao

1317 Performance evaluation of wastewater treatment using horizontal subsurface flow constructed wetlands optimized by micro-aeration and substrate selection
Fei Zhong, Juan Wu, Yanran Dai, Dongfang Xiang, Shuiping Cheng and Hongjiu Ji

1325 A comparison of two infiltration models applied to simulation of overland flow over a two-dimensional flume
K. J. B. Mallari, H. Kim, G. Pak, H. Aksoy and J. Yoon

1333 Treatment performances of French constructed wetlands: results from a database collected over the last 30 years
A. Morvannou, N. Forquet, S. Michel, S. Troesch and P. Molle

1340 Heterogeneous oxidation of diclofenac in the presence of α-MnO₂ nanorods: influence of operating factors and mechanism
Jian Li, Tuqiao Zhang and Miaomiao Ye

1347 Paraquat adsorption on NaX and Al-MCM-41
Wina Rongchapo, Krittanan Deekamwong, Sirinuch Loliha, Sanchai Prayoon pokarach and Jatuporn Wittayakun

1354 Filtration effects of zebra mussels on pathogens and total bacterial burden in the Odra Lagoon (South Baltic)
G. Daeschlein, C. Fenske, S. Scholz, S. Dahlke, M. Jünger and A. Kramer

1361 Activated charcoal–magnetic nanocomposite for remediation of simulated dye polluted wastewater
Md. Juned K. Ahmed and M. Ahmaruzzaman
1367 Removal of diazo dye Direct Red 23 from aqueous solution using zero-valent iron nanoparticles immobilized on multi-walled carbon nanotubes
Mahmoud Reza Sohrabi, Nafiseh Mansouriieh, Morteza Khosravi and Mohsen Zolghadr

1375 Advanced oxidation degradation kinetics as a function of ultraviolet LED duty cycle
Kelsey Duckworth, Michael Spencer, Christopher Bates, Michael E. Miller, Catherine Almquist, Michael Grimaila, Matthew Magnuson, Stuart Willison, Rebecca Phillips and LeeAnn Racz

1382 The application of removal coefficients for viruses in different wastewater treatment processes calculated using stochastic modelling
Edgard Dias, James Ebdon and Huw Taylor

1389 Remediation of MSW landfill leachate by permeable reactive barrier with vegetation
Chart Chiemchaisri, Wilai Chiemchaisri and Chayanid Witthayapirom

1398 Differences in soluble COD and ammonium when applying ultrasound to primary, secondary and mixed sludge
L. Negral, E. Marañón, L. Castrillón and Y. Fernández-Nava

1407 Particle removal in a novel sequential mechanical filter system loaded with blackwater
Daniel Todt and Petter D. Jenssen

1414 Experimental study on non-woven filamentous fibre micro-filter with high filtration speed
Siping Niu, Kisoo Park, Heidi B. Guerra and Youngchul Kim

1423 A study on the effects of ozone dosage on dissolved-ozone flotation (DOF) process performance
Xin Jin, Pengkang Jin and Xiaochang Wang